




Table Model	 Hood Compatibility 	 Load (lbs/kg.)	 Dimensions	 Weight (lbs./kg)	 MFP-3D

50BM-4	 AEK 2002	 50/23	 16”x16”x9”	 60/27			  Stand Alone 
			   40.6cm x 40.6cm x 22.8cm				    System

TS-150	 AEK 2002	 330/150	 15.7”x17.7”x3”	 35/16.5		  Stand Alone 
	 BCH-45		  40cm x 45cm x 7.5cm				    System

TS-140	 BCH-45	 300/140	 19.6” x 23.6” x 3.3”	 60/27			  Inverted Optical 
			   50cm x 60cm x 8.5cm				    (BIO) System

Hood Model	 Position	 Dimensions	 Weight (lbs/kg.)	 MFP-3D

AEK 2002	 Open	 30”w x 31.5”d x 67.5”h    (76.2cm x 80cm x 171.5cm)	 810/367		  Stand Alone 
	 Closed	 30” x 31.5” x 55.25”    (76.2cm x 80cm x 140.3cm)				    Sytem 
	 Inside 	 21”x 28”x 24”    (53.3cm x 71.1cm x 61cm)	 Ship:  870/395

BCH-45	 Open	 90” x 79”  (228.6cm x 200.7cm)	 930/422		  Large footprint	
	 Closed	 45” x 79”  (114.3cm x 200.7cm)				    Inverted Optical
	 Inside	 41” x 44”  (104.1cm x 111.8cm)	 Ship: 1365/619	 (BIO) Systems 
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MFP-3D, MFP-3D-BIO and MFP-3D-CF are trademarks of Asylum Research. 
Minus K is a registered trademark of Minus K Technology.
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